
组件 - 塑料
UL 档案号: E36632

BASF CORP
1609 BIDDLE AVE
WYANDOTTE, MI 48192-3729 United States

Ultramid: A3HG6 HR
Polyamide 66 (PA66), pellets

可燃性 值 测试方法
UL 阻燃等级  

0.75 mm, ALL HB  UL 94
1.5 mm, ALL HB  UL 94
3.0 mm, ALL HB  UL 94
3.0 mm, ALL HB40  IEC 60695-11-10, -20
0.75 mm, ALL HB75  IEC 60695-11-10, -20
1.5 mm, ALL HB75  IEC 60695-11-10, -20

热性能 值 测试方法
RTI Elec UL 746B

0.75 mm 65.0 °C
1.5 mm 65.0 °C
3.0 mm 65.0 °C

RTI Imp UL 746B
0.75 mm 65.0 °C
1.5 mm 65.0 °C
3.0 mm 65.0 °C

RTI UL 746B
0.75 mm 65.0 °C
1.5 mm 65.0 °C
3.0 mm 65.0 °C
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ANSI/UL 94 小规模测试数据与建筑材料、家具和有关内容不相关。ANSI/UL 94 小规模测试数据仅用于确定成品设备和装置的组
件和部件中所用塑料材料的易燃性，其中组合的可接受性由 UL 确定。
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